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Single phase or 12V DC motor is optional for all products in this page.
Yukarıdaki tüm ürünlerde monofaze motor seçeneği yada 12V DC motor seçeneği opsiyoneldir.

PIKOLA 10"-22"
kod.41 00
•Semi automatic tyre changer
•Optional Plus system for high performance tyres
•Optional TI (Shocking) System and Shelf Air Inator
•Optional two speed (8-16 rpm)
•Optional connection parts for motorcycle tyres
•8-10 bar working pressure
•8 rpm rotating speed
•Net weight 216 kg
•Yarı otomatik lastik sökme takma
•Opsiyonel yüksek performanslı lastikler için Plus sistem
•Opsiyonel şoklama sistemi ve raı hava saati
•Opsiyonel çift devirli (8-16 rpm)
•Opsiyonel motorsiklet bağlantı ayağı
•8-10 bar çalışma basıncı
•8 rpm dönüş hızı
•Net ağırlık 216 kg

BRAVA 10"-22"
kod.04 00
•Semi automatic tyre changer
•Optional Plus system for high performance tyres
•Optional TI (Shocking) System and Shelf Air Inator
•Optional two speed (8-16 rpm)
•Optional connection parts for motorcycle tyres
•8-10 bar working pressure
•8 rpm rotating speed
•Net weight 185 kg
•Yarı otomatik lastik sökme takma
•Opsiyonel yüksek performanslı lastikler için Plus sistem
•Opsiyonel şoklama sistemi ve raı hava saati
•Opsiyonel çift devirli (8-16 rpm)
•Opsiyonel motorsiklet bağlantı aparatı
•8-10 bar çalışma basıncı
•8 rpm dönüş hızı
•Net ağırlık 185 kg
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Optional parts used in this image
Bu görselde opsiyonel parçalar kullanılmıştır.

Optional parts used in this image
Bu görselde opsiyonel parçalar kullanılmıştır.




